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CME/CM 32-2 pumps manage up to 50 m3/h 
flow and 35 m head in a compact design for 
demanding IT cooling applications. 

The perfect fit  
for coolant  
distribution units
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The new CME/CM 32-2 shares hydraulics 
with the CR vertical multistage pump, 
which enables a substantial leap in perfor-
mance. This is achieved without compro-
mising the design, efficiency, operation, 
reliability and maintenance benefits for 
which the CME/CM is renowned.
 

CME pumps use the IE5-rated MGE motor, 
which has a frequency converter built-in 
and offers many intelligent features. The 
CM is a standard pump that uses an exter-
nal variable frequency drive for control; for 
example, the Grundfos CUE. 
 

Compact, modular, reliable and noiseless, 
CME/ CM pumps are suitable for industrial 
processes including washing and cleaning, 
temperature control, water treatment, 
and the chemical and pharmaceutical 
industries.

Ideal for CDU OEMs 
and system builders

The Grundfos CME/CM

CME 32-2 7.5 kW 4000 rpm
CME 32-2 5.5 kW 3600 rpm

CME 

CM 
CM 32-2 6.4 kW 60 Hz 3550 rpm
CM 32-2 3.7 kW 50 Hz 2970 rpm

CME/CM 32-2 flow and head comparison

The CME/CM pump range has long been a favourite for OEMs and system builders for 
Coolant Distribution Units (CDUs). These horizontal close-coupled multi-stage pumps 
are designed to fit seamlessly with other components in small and large systems or 
as a stand-alone pump. Now, the range is extended to meet the growing demand for 
higher flow and head in IT cooling applications. CME/CM 32-2 pumps keep a compact 
and lightweight design while adding new hydraulics that increase flow rates up to 50 
m3/h and pressure to 35 m head.

High operational  
efficiency  
and cost savings

The Grundfos CME/CM

•	Compact and  
lightweight design 

CME/CM 32-2 pumps are compact and light-
weight to meet the strict space and weight 
limitations for OEM installations. 

•	Wide operational range 

Employing CR 32 hydraulics and optimised 
MGE motors, the pump achieves flow rates 
up to 50 m³/h and pressures to 35 meters. 

•	Energy efficiency  
and cost savings 

Designed for energy efficiency, the pump 
reduces operational costs and minimises 
environmental impact. 

•	Modular and easy  
Installation 

Tri-Clamp connections enable easy installa-
tion, make possible modular setups and are 
ideal for maintenance and fast replacements.

Two CME pumps  
operating in a CDU


